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OPENING 


While servicing the Mazda 626 may not seem all that challenging, it 
becomes ever more important when generating a transponder key is part 
of the job. (See photograph 1.) 


1. The 1999 Mazda 626. 


Opening the 626 is 
a fairly simple task. 
Insert a door wedge 
between the door and 
the window a few 
inches from the door 
handle towards the 
hinge side of the 
door. (See photograph 
2.) Using a hook tool, 
grasp and raise the 
lock rod connected to 
the lock bell crank. 
(See photograph 3.) 


2. Begin opening by 
wedging the door 
panel open. 
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3. Insert a hook tool 
and raise the lock 
linkage rod to open. 


Key Generation 


Like door opening, key generation on the 626 is also easily accomplished. 
The easiest method involves using the Determinator or the SKT Wafer 
Reader to read either door lock, then 
progressioning for the ignition to create 
the final key. (See photograph 4.) Using 
these tools allows a key for the door lock 
to be generated without removing or 
disassembling the lock. 


If this method is not feasible, a key 
code can be found by removing the 
passenger door lock. See door lock 
removal procedures. 
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4. Use the Determinator or SKT Wafer 
Reader allow the door lock to be read 
without disassembling or removing a lock. 
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Ignition Lock 


Like earlier Mazda models, the ignition lock is a 
single unit and must be removed in its entirety in order 
to service. Care should also be taken as the security 
system’s transponder transceiver or antenna is actually 
a bezel that surrounds the face of the lock. (See 
photograph 5.) 


To begin, it is first necessary to remove the two- 
piece shroud. Use a #2 Phillips screwdriver to remove 
the shroud mounting screws from the lower shroud. 
(See photograph 6.) Drop and remove the lower shroud. 
(See photograph 7.) 


Removing the upper shroud reveals the entire lock. 
(See photograph 8.) Before removing the lock housing, 
gently remove the transceiver from the face of the 
lock. (See photograph 9.) 


Moving to the top of the lock housing, locate the 
two breakaway bolts that hold the upper clamp to the 
lock housing body. (See photograph 10.) In most 
cases, the screws can be backed out using a scratch 
awl and mallet. If this does not work, there is some 
room to cut slots into each screw using a Dremel or 
moto-tool. If all else fails, it will be necessary to drill 
the bolts for lock removal. 


5. The entire lock must be removed to service this 
ignition. The black bezel surrounding the keyway or 
lock plug is actually the security system’s transceiver. 


6. Use a #2 Phillips 
screwdriver to 
remove the shroud 
mounting bolts. 
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8. Remove the upper shroud to reveal 
the lock housing. 


7. Remove the 
lower shroud. 
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9. Gently take the 
transceiver unit off of 
the face of the lock. 


10. Use a scratch awl 
and mallet to back 
out these two 
breakaway bolts. 
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The door lock on the Mazda 626 is part of the door 
handle, requiring complete handle removal to access 
the lock. (See photograph 11.) 


To remove the handle, the doors interior trim panel 
must first be removed. Like most Mazda’s, there are no 
surprises as this is a common door panel. (See 
photograph 12.) 


Begin by lifting the small felt pad at the bottom of 
the armrest handle. This reveals a small Phillips head 
screw. Remove the screw. (See photograph 13.) 


Next, remove the small screw found behind the door 
latch release handle. (See photograph 14.) And, then, 
the various screws found around the perimeter of the 
panel. (See photograph 15.) 


With all of the fasteners removed, use a trim panel 
tool to lift the door panel from the door. (See 
photograph 16.) 


Peel back the moisture barrier from handle area of 
the door and use a 10mm socket to remove the nuts 
that hold the handle to the door. (See photograph 17.) 
Carefully unsnap the door lock and door latch linkage 
rod clips from the door handle, and remove the entire 
handle. (See photograph 18.) 


With the handle removed from the door, slide the 
clip off of the lock and handle, and remove the lock. 
(See photograph 19.) A code is visible on the side of 
the passenger door lock. (See photograph 20.) 


11. The door lock is 
part of the handle. The 
handle must be 
entirely removed to 
access the lock. 


12. The 626 door trim panel. 


Door Lock 
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14. Another small 
screw sits behind 
the door latch 
release handle. 


13. Lifting a felt pad in 
the armrest handle 
reveals a small 
Phillips head screw. 
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17. A 10mm socket 
is used to remove 
the handle’s 
mounting nuts. 


15. Remove all other fasteners holding the panel to 
the door. 
16. Lift the panel from the door. 


2001 AutoSmart™ 
Full Version Price: $95.00 


2001 AutoSmart™ 
Update Price: $45.00 


All the new information on vehicles is here, current up to 
2001. Don't hesitate and lose car car jobs unnecessarily. Get 
your 2001 AutoSmart™ now and you'll be in the driver's 
seat for automotive locksmithing! 


What's new for the 2001 book? 


• FREE Mid-Year updates due out in Summer '01. 


• Updated airbag info grid for EZ reference. 


• All the latest transponder information. 


• All new Strattec info: ignitions, door locks, trunk cylinders 
and more. 


• All new ASP lock part info with EZ to read footnotes. 


• Jet key applications now integrated 
throughout the keyblank charts. 


• Gives you every new spec and 
method to make the first key. 


The Autosmart™ also 
contains… 


• Manufacturer divider tabs for EZ reference. 


• The most accurate keyblank application guide 
in the world. 


• EZ to read and use 


• Making the first key to almost all cars and trucks, even 
high security. 


• Code locations, spacing and depths, tumbler charts. 


• Data and specs for almost every car on the road, foreign 
and domestic. 


OID: 02/01 


A Must For 
Every 
Locksmith! 


2001 
AutoSmart 
Is Here! 
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Copy or clip this coupon and send with payment to: 
The National Locksmith • P.O. Box 77-97592 • Chicago, IL 60678-7592 


CHECK PAYMENT METHOD: 
❒ Check 
❒ Money Order 
Charge My… 
❒ VISA 
❒ MasterCard 
❒ Discover 
❒ American Express 


Card # ____________________________________________________________Exp. Date ____________________ 


Signature (Required)_____________________________________________________________________________ 


Your Name ______________________________________________________________________________________ 


Shop Name ______________________________________________________________________________________ 


Address (No P.O. Boxes) _________________________________________________________________________ 


City _____________________________________________________________________________________________ 


State ____________________________________Zip Code_______________________________________________ 


Phone # ( ________________) ______________________________________________________________________ 


Buy it in the online store! 
TheNationalLocksmith.com 


Now with FREE 
Mid-Year 
Updates! 


Foreign & 
Canada $20 s/h 


Yes! 
❒ Send me a new 
2001 
AutoSmart™ 
($95) plus $5 s/h. 
Order total is $100. 
Yes! 
❒ Send me the 
2001 
AutoSmart™ Update 
($45) plus $5 s/h. 
Order total is $50. 


* Updates the 1999-2000 AutoSmart 
or the 2000 AutoSmart only. 
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19. The lock can now be 
removed from the handle. 


18. The handle 
removed from 
the door. 
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Whether trying to access a set of keys or servicing 
the lock, Mazda has made access or opening the trunk 
on the 626 extremely user friendly. 


On this model, we found a trunk release button on 
the driver’s door. (See photograph 21.) If this is not 
functional, or you prefer another means of access, 
lower the driver’s side rear seat to gain access to the 
trunk area. (See photograph 22.) Attached to the side 
trim panel, another trunk release button is found. 
Depress either button to open the trunk. (See 
photograph 23.) 


The trunk lock is attached to the deck or trunk lid. 
(See photograph 24.) Despite the first impressions, the 
lock is actually sandwiched between the outside of the 


trunk lid and a plastic trim cover. To remove the lock, 
this trim cover must be removed first. 


Begin by removing the license plate. Two 10mm 
bolts and a small Phillips head screw will become 
visible. (See photograph 25.) Remove the bolts and 
screw. (See photograph 26.) Then gently pry the rest of 
the panel up from the deck lid. (See photograph 27.) 
The lock can be seen, attached to the back of the trunk 
lid. (See photograph 28.) 


Disconnect and remove the switch and cable from 
the back of the lock. (See photograph 29.) Remove the 
bolts holding the lock to the trunk lid. (See photograph 
30.) The trunk lock can now be removed. (See 
photograph 31.) 


21. An electric trunk release button is found on the 
driver’s door. 
22. Lowering the driver’s side rear seat gains access to 
the trunk area, as well. 


20. A code is found on 
the side of the 
passenger door lock. 


Trunk Lock 
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23. Another electronic 
release button is found in the 
trunk area. 


24. The trunk lock is actually 
sandwiched between the trunk lid 
and a plastic trim piece. 


25. Two bolts and a screw are visible 
when the license plate is removed. 
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26. Remove the 
bolts and the screw. 


27. Gently pry up and 
remove the trim piece. 
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28. The lock, attached 
to the back of the 
trunk lid. 


29. Remove the 
switch and cable 
attached to the back 
of the lock. 
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30. Remove the 
bolts holding the 
lock to the trunk lid. 


31. The trunk lock 
ready for service. 
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Probably the biggest hurdle to generating a key for 
the 626 is working with its transponder security 
system. Fortunately, this task is easier to accomplish 
than one is left to believe. In short, the procedure 
requires a vehicle PIN number. This pin number is 
obtained from a Mazda dealer. In order to provide the 
PIN, the dealer will need the VIN number of the vehicle 
and the security module serial number. 


Fortunately, obtaining the module’s serial number is 
pretty easy as it is printed on the label attached to the 
top of the module. By retrieving the module you have 
the serial number. (See photograph 32.) 


On this 626, the module is found bracketed to the 
underside of the knee bolster or hush panel. (See 
photograph 33.) The back of the module is formed for 
fitting onto a slide bracket that is mounted to the 
underside of the panel. (See photograph 34.) 


Dropping or lowering the module is simply a matter 
of reaching up behind the hush panel, grabbing the 
module, and sliding it off of the bracket. (See 
photograph 35.) With the module down, the serial 
number can be retrieved for getting the PIN number. 


Needless to say, the biggest problem at this point is 
obtaining the PIN number. Developing a good 
relationship with your local Mazda dealer is definitely 
beneficial at this point. Even then, servicing this 
vehicle after hours, on holidays or during weekends 
may still not be possible. One option is to purchase and 
inventory a module for just such an occasion. 


The PIN number is an eight-digit number that will 
now be used to program the keys into the vehicle. 


Programming as expected is simple, although prone 
to user error. 


To begin programming, take the eight-digit PIN 
number and a correctly cut, non-programmed 
transponder key. Insert the key into the ignition lock 
and cycle from the LOCK to the ON position 5 times. 
Then turn the key to the ON or RUN position. If done 
correctly, the security light will flash rapidly. (See 
photograph 36.) 


Within 20 seconds, turn back to the LOCK position 
and let the car sit. In about 5 minutes, the flashing of 
the security light will slow. It is at this time that the PIN 
number is used to program the key. 


While the security light is flashing, wait until the 
light is out and turn the key to the ON position. Let the 
security light flash the same number of times as the 
first digit in the PIN number. Turn the key to the LOCK 
position. (See photograph 37.) 


Within 30 seconds, turn the key back to the ON 
position and repeat the last procedure using the 
second number of PIN number. 


Continue the ON to LOCK/PIN number procedure 
until all eight digits of the PIN number have been 
entered. If done correctly, the security light will stop 
flashing in the illuminated state. 


Turn the key to START and start the vehicle. The 
security light should go out within 2 seconds. 


To add more keys, turn the vehicle off, and within 
20 seconds insert and start the vehicle with a 
duplicate key. 


32. The serial number is easily retrieved from the 
security module. 


Programming 


33. The backside of the module is designed for fitting 
onto a slide bracket. 


AutoSmart™ is the most comprehensive and popular 
automotive locksmith manual in history. Acclaimed expert Michael Hyde again 
makes history with AutoSmart Advisor™ software! You’ll have instant access to information, and best 
of all...it’s amazingly easy to use! You may never need to read the manual. 


Contains virtually every car and part known to man up through 2000. Gives all information you need 
to service the vehicle. Creates instant estimates for all automotive service jobs. Shows available ASP 
and Strattec part numbers and labor time. Can be user customized with your own service call, labor 
and tax rates. 


Because it’s from the creator of AutoSmart™ you get all methods to make the first key, plus: 


Code series Key machine set up information Tumbler chart Information on ignition 
retainers, progressioning, airbags, code locations, key silhouettes, 
transponders, valet keys, all parts and model notes Make your 
own user notes. Includes NGS programming instructions 


AutoSmart Advisor™ does everything 
instantly and accurately. Now your computer 
is the best automotive tool you own! 


Installation and System requirements: License is granted 
to run the software on any two computers you own. 
Installation on additional computers is available for $50 each. 
Requires 486 or better PC with Windows 95 or better and CD 
drive. 75 megabytes of hard drive space. Installable from 17 
diskettes which you can create from the CD. 16 megabytes of 
ram. Not network compatible. 
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YES! Send me the AutoSmart Advisor™ for $395 
(installable on two computers) plus $5 for shipping 
and handling. Orders must be paid in U.S. funds. 


Send me _____ additional licenses for $50 each. 


Send me the 21 day full trial AutoSmart Advisor™ 
Demo for $10 (credited toward full version purchase) 


Select payment Method: 


VISA 
MasterCard 
Discover 
American Express 
Money Order Check 


Order Total ______________________ 


Card Number 
________________________________ Exp. Date __________________ 


Signature (required) 
__________________________________________________________ 


Name ______________________________________________________________________ 


Shop Name ________________________________________________________________ 


Address (no P.O. boxes) ________________________________________________________________________________ 


City ____________________________ State __________ Zip ______________________ 


Phone 
____________________________________________________________________ 


E-Mail (optional) ________________________________________________________________________________________ 


Copy or clip this coupon and send with payment to: 
The National Locksmith • P.O. Box 77-97592 • Chicago, Illinois 60678-7592 
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35. Retrieving this 
serial number took less 
than a minute. 


34. The module 
attached to its bracket 
on the underside of the 
hush panel. 


National Locksmith Automobile Association 
Issue No.24 • 19 


37. Turn a non- 
programmed 
transponder key 
to begin 
programming. 


36. Count the 
flashing of the 
security light to 
keep status of the 
programming. 


NLAA 
1533 Burgundy Parkway 
Streamwood, Illinois 60107 
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Key Blanks: 
Original: Dealer Only 
Boerkey: 1762000T51 
Curtis: MZ22 
Errebi: T02MZ23RP 
Ilco: MAZ24RT5 
Ilco EZ: MZ27 
Jet: MAZ24-N-PHT 
Orion: T51MA34L 
Silca: MAZ20R 
Codes: 10100 - 12283 
Number of Cuts: 10 
M.A.C.S.: 3 
Key Gauged: Shoulder 
Center of First Cut: .098 
Cut to Cut Spacings: .083 
Cut Depth Increments: .015 


HPC 1200CMB: 
Code Card: XF68, CF68 
Cutter: CW-1011 
Jaw: A 
Gauge From: Shoulder 


HPC 1200PCH (Punch): 
PCH Card: 
Punch: 
Jaw: A 


Silca UnoCode: 
Card Number: 288 


HPC CodeMax: 
DSD #: 253 
Jaw: A 
Cutter: CW-1011 
Curtis: 
Cam: MZ-5 
Carriage: MZ-5A 


Pak-A-Punch: 
PAK-F6 


Framon: 
Cuts Start at: .098 
Cut to Cut Spacing: 
Block #: 5 
Depth Increment: .015 
Cutter: FC8445 
Note: Use flip-up shoulder stop. 


A-1 Pack-A-Punch: 
Quick Change Kit: PAK-MZ1 
Punch: PKS-88T 
Die: PKS-88T 


ITL 9000 & 950: 
Manufacturer ID: 297 
Ignition Lock: ASP - C-20-239 (automatic); ASP - C-20- 
238 (manual) 
Door Lock: ASP - D-20-141 
Key Kit: ASP - A-20-102 
For more information of the Determinator or the SKT 
Wafer Reader, contact Lockmasters Inc. at (800) 654- 
0637 or visit their web site at www.Lockmasters.com. 


Spacing: 
1 - .098 
2 - .180 
3 - .263 
4 - .345 
5 - .428 
6 - .511 
7 - .593 
8 - .676 
9 - .758 
10 - .841 


Depths: 
1 = .315 
2 = .299 
3 = .284 
4 = .268 
5 = .252 


Specifications: 


